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Previous Simulation Result 61
Launch at (x,y)=(-24,-24)mm

Beam Test : run 88 Simulation
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Previous Simulation Result 61
Launch at (x,y)=(-24,-24)mm

Beam Test 88 Simulation
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Simulation Update

* Fresnellens
— 5.25” x 5.25”
— 262 grooves (100 grooves/inch) ‘
— Focal length = 76.2mm A2 Greeiss
— Absorptionlength = 25.25cm
— Lens thickness 2.04mm

 Photon sensor
— Effective area = 4.8cm x 4.8cm (each sensor)
— Pixel size = 6mm x 6mm

2.62”

— 1.5mm glass window
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Simulation Update

Sensor plane viewed from the back
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Internal Reflection inside Glass Window \—,




After Detector Update Ny

Signal Cherenkov ring

Strong background :
Cherenkov photon emitted
by incident particle
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Simulation Setup

* Full Setup with Marco’s aerogel
* 120 GeV Proton
* Launch perpendicular to the xy-plane

In simulation

* 1000 protons

e Beam size: diameter = 1cm

* Energy cut applied in analysis code
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Simulation Analysis
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Hit position is shifted toward the center to match the beam test display
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Launch

Beam Test: run 88
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Most of the background from the glass
window are confined in one quadrant
because of the gap between glass window
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Simulation
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Summary

Detector Update
* Separated sensor plane to four individuals
* Added glass window on each sensor
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Follow Up

* Insert Copper sheet to mimic photon sensor
electronics



